
OF FIRE OR ELECTRIC SHOCK

Hibino Corporation

NO USER SERVICEABLE PARTS INSIDE

5
7
.
2

1
3
2
.
5

1
0

3
7
.
7

1
0
.
5

5
.
2

2
5
.
5

3
5
2

Soundcraft
CPS 800

HI-TEMP

SHUTDOWN

CLEAN FAN FILTERS REGULARY
INCLUDING FAN FILTER ON REAR PANEL

CONSOLE POWER SUPPLY
OFF0

ON1

POWER

+8V+48V+17VLOW

MAINS

(単位 : mm)

DO NOT COVER ANY VENTILATION SLOTS AS THIS
MAY CAUSE THE EQUIPMENT TO OVERHEAT

WARNING:

465

482.6

TO REDUCE THE RISK

443

MAINS FUSE

85V,100V,115V～USE T16A/250V

230V～USE T6.3A/250V

115V-230V～

～

INPUT

85V-100V～

50-50Hz

650 WATTS

仕様

重量

寸法

電源／消費電力

      14, 15            CHASSIS GROUND

DO NOT EXPOSE THIS UNIT

TO RAIN OR MOISTURE

DO NOT COVER ANY VENTILATION

SLOTS AS THIS MAY CAUSE THE

EQUIPMENT TO OVERHEAT

      9, 10, 11, 12    -17V   11A

      5, 6, 7, 8         +0V

PIN 1, 2, 3, 4         +17V   11A

      13                 +48V   0.5A

      19                NOT USED

      16, 17            0V

      18                +8V   1A

( BOTH DC CONNECTORS HAVE

   IDENTICAL PINOUT )

ENSURE CORRECT MAINS VOLTAGE

SETTING AND CORRECT FUSE BEFORE
CONNECTING MAINS SUPPLY.

DO NOT SWITCH MAINS VOLTAGE SETTING

WHILE MAINS SUPPLY IS CONNECTED.

THIS EQUIPMENT MUST BE EARTHED.
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TO CONSOLE

DC POWER OUT

FROM STANDBY SUPPLY

DC POWER IN
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482.6(W)×132.5(H)×352(D)mm

AC100V 50/60Hz 650W

約22kg

N.Sasaki

DRAWNDATE

'99.05.A4 1
図面サイズ SCALE
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NOTE

DESIGN

TITLE

ヒビノ株式会社

DRAWING NO.CHECK

CPS800

Soundcraft


